Forbid minors to operate or clean the machine, avoid damage the
machine or any danger.

User Manual

Intelligent MINI computer
stringing machine head

SET OF STRINGING MACHINE WITH

THE MOST PRECISE POUNDS

T0 £ 0.1

Easy movement by science
and tectnology

Thanks for choosing Intelligent mini computer stringing machine head
Please read this manual carefully before operating with the machine.
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NO.1 Components and Installation

Please check the parts according to the following list when the machine unpacked.
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Iron plate fixed

Power cable 1PCS Screw for head M5 1S 2 (S
c crew for head ) Hexangular wrench 3PCS machine head 1PCS

1.Integral construction

Iron plate fixed -------4------
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USB connector




NO.2 Operation Instruction

NO.3 Function parameters

1.Panel introduction
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a0 STRINGING MACHINE .l.
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1.Speed:Long press the speed button and press"+""-" to adjust three level speed,"1""2""3".

2.Constant pull:When the function is on, the LED light is on, the machine will do adjustment

and keep the same value when it reach the set data. If the button is not on, when

you string to the set data,the machine will just have a simple brake, cannot do

adjustment.Due to different string, the pounds will drop gradually.
3.Test:Choose this function when the machine works for a long time.

4.Sound: Press the sound button to adjust three level volume 2:high; 1:middle; 0:no voice.

5.KG:When you choose KG,the light will be on.

6.LBS:When you choose LB,the light will be on.

7.-:Decrease the pounds,the lowest is 10LB or 4.5KG.

8.+:Increase the pounds,the highest is 90LB or 40.9KG.

9.Stock: pounds memory button,you can stock 4 sets pounds you like , Default 4 sets stock

pounds:15LB,30LB,50LB,70LB.If you want to change the 15LB to 20LG, please choose 15LB and

increase the pounds to 20LB,then long press "stock” to hear two "DI" sound,the pounds
has been changed successfully.

10. Pre-stretch: Long press the pre-stretch button and press"+ to adjust four level pull,
"10%"15%"20%""25%".1t makes stringing easier and guarantee the pounds
stable in case the string rebound and uneven pounds between lines.

11.Knot: The pounds will increase 10%,when you choose this function at "50LB",the pounds will

be "55LB",when you finish the knot,the pounds will be back to "50LB" automatically.
12.Pull/release:work and back function.

non

2.Power on

Connect the power(100V to 240V),the machine will enter into self-checking system.The
panel display will count backwards from NO."999",the stringer will go forth and back with slow
speed.Please kindly keep no resistance on the stringer and no button operating when self-checking.

The main function:

1Intelligent computer automatic pound correction, precise to F0.1.

2.Stable constant pull function.

3.Self-check.

4.Store memory function, can set 4 groups of data.

5.Pulse width modulate, variable speed can be available, protecting the string from hurting when
the string is in tension.

6.4 groups of pre-stretch, suitable for different string.

7.Sensor automatic string control, improving stringing speed and avoid breakdown.

8. Three gears for speed.

9.Knot and pound increasing set, automatically reset after knot.

10.Three gears of voice.

11.The voltage is 100-240V, suitable for any countries.

12.USB connector to connect with the computer. To upgrade and analyze the data.

13.LB and KG transfer function.

14.Pound adjust function , Minitrim 0.1LB.

15.Stringing head has the string protetinon system. can be adjusted according to the stringing route.

16.Full tool set for free.

17.Suitable for any brand of manual stringing machine.

NO.4 FAQ

Common failures and solutions

Error code Reason Solution
E07 tension head arrived terminal Press "PULL" to return ,clamp the string then press
point "PULL" again ,it will go back to normal
El6 Internal application error Return to the factory
El7 Internal data loss 1.Restart the machine ,updated software
2.Return to the factory
O-L Tension is too large Tension over 99.9LB,overloading






