Forbid minors to operate or clean the machine, avoid damage the
machine or any danger.

User Manual

High-end manual machine for
tennis and badminton racket

PPro’s giro

Easy movement by science
and technalogy

Thanks for choosing high-end manual machine for tennis and badminton racket
Please read this manual carefully before operating with the machine.



NO.4 FAQ

Notice

C a t a | O g u e A Do not disassemble or change the machine without authorization, otherwise it will damage

the machine or cause serious accidents.

A Do not move it while working.
A Forbid minors to operate or clean the machine,avoid damage the machine or any danger.

1.Components and Installation

COMPONENLS worveerrererreameaiee i, @ PAQand Solutions
Racket holdlng pa rt ....................................... @ Error code p— Solutions
Host-header construction oo @ Tension head can’t clamp Some oil or wax in the tension Use alcohol and soft cloth to clean it
Integral Constructlon ........................................ @ string head

Installation ste PS srreererecteeasiennieniienitaatiaaienn, @/@ 1.Spacing not adjust in right place 1.Adjust the helicoidal

Clamp can’thold string 2.Some oil or wax in the clamp 2.Use alcohol and soft cloth to clean

the clamp
2.0 pe ration Instruction 1.Clean the slide rail of the working
Host header Operat|ng state ---ccceeeiiiiiiiiiil, @ plate
, i 2.Clean the base of clamp ,loose n the
Usa ge of poun ds JAUQET rrrrrrrrrert, @ The base can’t lock the clamp [Some dirt or wax screw take out the clamp base from

working plate ,use soft cloth with
alcohol to clean the dirt then reinstall

3.Function Paremeters

. . . 1.Long time no calibrate 1.Calibrate the pound
.................................................. Pound
Main f unctions @ ounes faceriney 2.Inside parts broken 2.Contact with factory
Machlne paremeters ----------------------------------------- ®
4 FAQ
NOLES trrrrrrrereiii ittt @
FAQ anNd SOIULIONS trrrrrrrrererneriniiiiiiiiiiiiiiiiiiiiinn, @



Usase of bound NO.1 Components and Installation
sage of pounds gauger

Please check the parts according to the following list when the machine unpacked.

Spring pounds gauger .
Clamp =4 % ) j Tcns";on head

Manual machine head

_ — : ) /\
o X ;

@ S )
2.5mm/3mm/4mm/5mm/6mm
\ Hexangular wrench . Racqet frame Clamps Crank leverl
= = 5 pcs Screw for pillar M8 4 pcs support - 4 pcs 2 pes 1 pcs
example image

@ There s 1 unit on each side: one side is pound, range from 9-102 Ibs. Another side is KG,

range from 4-46 kg.
(DTie the string at both ends of the device. The right side tie to the racket holder plate, another

side clamp at the stringing clamping head.
@Setting the pound .
(@Clockwise shake handle until pin stop work, check the pounds whether in accordance with l.Racket—holding Part

machine. Error value can be £ 1 LB.

NO.3 Function Paremeters

5-teeth clamp

Main functions: K Cl amp :: Cl ipp 1 ng arm
Host header system Clipping arm adjusting ﬂ / Clipping pin
(1)Manual machine head. knob . | L

(2)Tension head treated with hardening and anti-aging, clip tightly and no slipping.
(3)Manual control the speed of stringing.

(4)Tension range from 9 to 102 pounds,precision tension and nonskid.

(5)KG tick mark division value is 3 pounds.

(6)KG/LB double display,convenient for different users.

ﬁ,"clipping pin adjusting

Movablemgolumn S knob :

Product Parameter

Double use for tennis

Color Black Suitable for and badminton rackets

Size 83%37x54 (CM)

Movable columnyiocking knob Holdiﬁg base

@ &)



2.Host-header construction

Tension head

Adjustment -
- pound button \

@ Lock the screw @put the machine head then (Bput the working plate
Crank handle lock the screws for the base then lock four screws

Correction
pound screw

NO.2 Operation Instruction

3 Integral Construction Host header operating state

Lock pin before
working

Racket holding part Main machine head

@ Pounds setting:

(1) Factory settings the pounds knob at position "0", Scale interval alignment 4KG/9LB.
(2) Clockwise or counter clockwise to turn the pound adjustment button.
® Pounds correction:

example image ,
P 9 Use the hexangular wrench 2.5mm to loose the pound screw and slightly adjust the side screw

of the tension head.If the pounds of the machine is higher,please clockwise rotate to reduce
pounds and lice versa.

Notice: The manual stringing machine is operated by handle.the pounds will be different
@1nstall the main machine on the column rack and lock the screw according to speed and strength.

4.Installation steps:

(DLock the screw for column and table base

@Install the work plate and lock the screw
@ Adjust the filling pad under the table base to make the machine stable. (refer to installation sketch)





